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LEGIO. pure

LEGIO.pure — the ideal solution
for your home

Would you like to enjoy clean, fresh drinking water straight from your tap at any
time? With LEGIO.pure, you get sterile filtered water — and avoid having to boil
your water or worry about contaminated tap water, for example.

Thanks to a high-quality membrane, healthy minerals are retained in the water,

while harmful microorganisms are reliably removed. The result: clear, fresh
tasting, skin-friendly water for the whole family to enjoy.

LEGIO.pure starter set

The LEGIO.pure is perfect for washbasins in bathrooms, kitchens, or guest
WCs and can be installed quickly and easily, so you can enjoy clean drinking

water in just a few minutes.
Advantages of LEGIO.pure

. Sterile filtered water — ideal for skin cleansing and baby food
. Important minerals are retained — only bacteria and harmful
. substances such as microplastics are removed

. Safer filtration — bypasses boiling requirements

. Proven technology — also used in medical and municipal facilities

. Saves time and money — no need to buy bottled water

LEGIO. pure replacement filter «  Sustainable and environmentally friendly — less plastic waste and CO2
o Easy installation — connects directly to the tap

. Long service life — up to 3 months

. Reputable certifications

Infection control \Washbasin




LEGIO. pure

Medical advice

Technical data

Model 30.1.505 1 30.1.507 30.1.504 130.1.508 30.1.506
J
LEGIO.mini LEGIO.mini shower

Type LEGIO.pure (starter set) (replacement cover) (replacement filter)
Available in Aluminum | black Aluminum | black
Max. Dimensions @57cmx74cm @5,7cmx7,4cm @55cmx72cm
Weight (approx.) 1169 509 66 g

. In M24 male / in M22 female ) .
Fast coupling (adapter ring included) In M24 male or in M22 female Plug nipple
Initial flow rate at 2 bar ca. 8 l/min
Validated Lifetime Depending on handling Depending on handling Up to 3 months
Pore size 0,15 ym
Bacterial Retention LOG>7

Materials and technical data of the filter

LEGIO.pure

Aluminum. Slight marks, grooves, or color variations are due to the material

and manufacturing process. They do not constitute a defect or quality flaw
and are not grounds for complaint. LEGIO therefore recommends wearing

gloves when installing the filter.

Filter housing

Max. Operating Pressure
Max. Operating Temp.
Chlorine exposure
Certification

Storage & Handling

5 bar

MBS (Methacrylate Butadiene Styrene)

60°C, 75°C for 30 minutes during service life
According to German drinking water regulations
Medical advice class 1, Filter materials are KTW-BWGL approved

« Store in a dry place; protect from frost after first use

« Handle with care; do not expose to strong vibrations
« Disinfect the surface with all standard medical surface disinfectants

* The filter can be disposed of with residual waste after use
Replacement of filter Filter unit with reduced flow rate, replace after 3 months at the latest, loosen

fixing screw with Allen key, press out filter

Recommendation Remove the LEGIO.pure during thermal disinfection

The membrane unit has been tested by the independent laboratory Vitens for bacterial retention (ASTM F838). The filter materials have been tested by the Hygiene
Institute of the Ruhr Area in accordance with the KTW-BWGL of the Federal Environment Agency. The LEGIO.pure replacement filter is a Class | medical device and
complies with the requirements of the Medical Device Regulation MDR 2017/745. All LEGIO products and components are subject to strict quality controls. Each product
is individually tested for function and effectiveness.

Disclaimer:

The information and data provided in this document are based on our general experience and are believed to be correct. They are provided to the best of our knowledge and are intended
to serve as a guideline for the selection and use of our products. As the conditions under

which our products may be used are beyond our control, this information does not constitute a guarantee of the final performance of the product, and we accept no liability for the use of
our products. The quality of our products is guaranteed in accordance with our terms and conditions of sale. Existing (commerecial, intellectual, or other) property rights must be observed.

nag

Manufactured and distributed by LEGIO.tools GmbH a o °”‘%.@ -
Schlattgrabenstr. 10 « DE-72141 Walddorfhaeslach « Germany 'BVB G S =§ “% %
E y;g (ol) 7127 18060 - := +49 (0) 7127 1806-222 AN P f|q awa) DVGW QISOZERTi §
info@legio.com * www.legio.com 'Y - * * g

‘50 138%°



